
A house or building built before 1990 is to be demolished 
or renovated.

The building owner (or owner’s 
representative) or the employer  
(for example, a builder or demolition 
contractor) retains a competent 
person (typically a consultant) to 
inspect the house/building, collect 
representative bulk samples, and 
have the samples analyzed by an 
accredited laboratory.

The competent person will prepare an asbestos inventory that 
identifies all locations, conditions and types of asbestos. They 
will also develop an asbestos control plan and scope of work for 
the abatement of the asbestos. 

The asbestos inventory and control 
plan is provided to the owner/
employer. The control plan should 
indicate emergency contacts and 
safe work procedures and must be 
available at the worksite whenever 
workers are on site.

The owner or employer retains asbestos abatement workers that 
have been trained appropriately according to the level of risk of 
the asbestos process. In addition, the workers must be provided 
with and use personal protective equipment that is adequate to 
prevent exposure to asbestos dust.  

A high-risk asbestos notification form must be submitted by the 
employer to the Occupational Health and Safety Branch 14 days 
prior to starting any high-risk asbestos abatement work. 

Safe removal and disposal of 
identified asbestos occurs. If safe 
removal of the asbestos is not 
possible due to building conditions 
contact the Occupational Health  
and Safety Branch to discuss  
your situation. 

After the asbestos removal has been completed, the owner or 
the employer receives written confirmation that an air clearance 
has been conducted and the abated area is ready for occupancy. 
Copies of the asbestos inventory, control plan and final air 
clearance results are on site.

The owner (or owner’s 
representative) authorizes 
renovation/demolition of the house/
building to proceed. The demolition 
employer proceeds to demolish the 
house using safe work procedures. 
Copies of the asbestos inventory, 
control plan and post-abatement 
reports (e.g. final air clearance 
report) are on site.

If any asbestos is found during renovation/demolition, all work 
is to cease until a risk assessment is done and the asbestos is 
safely contained or removed. In this case, go back to step 7.

Find additional industry resources at worksafesask.ca and saskatchewan.ca
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10 simple steps for complying with 
ASBESTOS ABATEMENT

Before you begin renovations or start demolishing an older home,  
follow the steps below to ensure the safe detection and removal of asbestos.

Renovating a home or building built before 1990? It likely contains asbestos.

https://publications.saskatchewan.ca/api/v1/products/91835/formats/108783/download
http://worksafesask.ca
http://saskatchewan.ca

